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트랜스듀서 구조(Transducer type) Code 1

오픈형 (Open type : IP65) 1

실드형 (Sealed type : IP66) 2

테프론형 (PVDF type : IP67) 3

출력시그널 (Output Signal) Code 8

4-20mA with HART/ 2-wire 1

4-20mA with HART/ 4-wire 2

보호하우징(Housing Protection) Code 11

일체형(Integral) 또는 분리형(Remote) I / R

Agency approved, customer specified W

선택사양 (Option) Code 12

Cooling fin for high temp’ H
Cooling fin for high temp’ & filter HF

Agency approved, customer specified W

접속구 사양 (Connection Spec’) Code 2

Thread G1 1/2 T1
Thread G2 T2

JIS Flange 40A F1

JIS Flange 50A F2

DIN Flange or ANSI Flange SF

Agency approved, customer specified W

프로세스 온도(process temp’) Code 10

-40 ~ 70’C (Std.) 1
Agency approved, customer specified W

재질 (Material) Code 3,4,5

Housing / Probe Material

Housing Aluminum/ Plastic  ~ 1
Tranducer PA66+GF30 PVDF ~  2
Sealing Viton PTFE ~  3
Agency approved, customer specified

측정유체 (Measured Mediem)) Code 6

액체 (Liquid) 1

Agency approved, customer specified W

표시창 Code 9

No Readout NR
Digital Display(LCD) DD

Agency approved, customer specified W

제품주문시
필요사양

1) 제품기본모델
2) 측정범위및최고상위레벨
3)유체의종류,사용온도,사용압력
5) 미터연결방법및사이즈
6) 연결플랜지종류및재질 (기본: SUS304,옵션: SUS316)
7)안테나몸체재질 (SUS304, SUS316, PTFE)
8) 탱크모양및크기: W, D, H
9) 탱크노즐 (연결단관) 크기
10)전선연결구크기(M20 X 1.5 or 1/2” NPT)
11) 추가옵션및주의사항

   형식            접속구규격           재질               유체          입력전원     출력      표시창         온도       하우징     선택사양

           P
        1              2       3  4   5          6         7       8         9        10         11         12          

  KC-20 2     U-R    

Agency approved, customer specified W

Agency approved, customer specified W
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입력전원 (Input Power) Code 7
24V DC, 22.5mA 1
220V AC 2
Agency approved, customer specified W
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유량,레벨,압력,온도,분석기
전문 제조

with
KC Q ISO 9001 : 2015

전국대리점

KC Q ISO 14001 : 2015


